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1. GENERAL PROVISIONS.  

 

1.1 EXCAVATION IN THE PUBLIC RIGHT -OF-WAY.   
 
This section governs excavations in the Public Right-of-Way within the City that are under the 

jurisdiction and control of the Department of Public Works.  The Director of Public Works is 

responsible for managing the Public Right-of-Way. 

         
1.2  PERMITS REQUIRED TO EXCAVATE.  
 
(a) In accordance with the applicable sections of Chapter 42 of the Norfolk City Code, it is 

unlawful for any Person to make any excavation in any Public Right-of-Way which is under 

the jurisdiction of the Department of Public Works, without first obtaining from the 

Department a permit authorizing such excavation. 

 
(b) The Department will  issue a permit to excavate only if the Applicant has the legal authority 

to occupy and use the Public Right-of-Way for the purposes identified in the application for 

the permit. 

 
(c) Permit requirements pertaining to emergency excavation are addressed in Section 3.5 of this 

manual. 

 
(d) In accordance with the provisions of Chapter 45 of the Norfolk City Code, it is unlawful for 

any Person to excavate within the drip-line (crown-spread) or the radius feet determined by 

the tree diameter at breast height (DBH), 1 radius foot per 1 inch DBH measured 4 ½ feet 

above the ground (Attachment 13) of any tree, shrub, or other vegetation greater than 24" in 

height, without first obtaining a tree permit from the Division of Parks & Urban Forestry. 

 
(i) Tree permit package shall contain all City of Norfolk standard tree protection details 

and diagrams expected to protect trees and replant approved removals.  

 
(ii)  All plantings which are damaged or removed shall be replaced in accordance with 

Section 5.9 
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2. APPLICATIONS FOR PERMITS TO PERFORM AN EXCAVATION.  

 
2.1 APPLICATIONS.  
 
Applications must be submitted in format and manner specified by the Department of Public Works 

(Attachment 2) and shall contain: 

 
(a) The name, address, telephone, and facsimile number of the Applicant. When an Applicant is 

not the owner of the Facility to be installed, maintained, or repaired in the Public Right-of-

Way the application also shall include the name, address, telephone, and facsimile number 

of the Owner. 

(b) A copy of the franchise agreement, easement, encroachment agreement, or other legal 

instrument that authorizes the Applicant or Owner to use or occupy the Public Right-of-Way 

for the purpose described in the application.  When the Applicant is not the owner of the 

Facility or Facilities to be installed, maintained, or repaired in the Public Right-of-Way, the 

Applicant must demonstrate, in a form and manner specified by the Department, that the 

Applicant is authorized to act on behalf of the owner. 

(c) A description of the location, purpose, method of excavation, and surface and subsurface 

area of the proposed excavation. 

(d) A scaled detailed drawing showing the proposed location, dimensions of the excavation, the 

nearest cross street, the right-of-way property line, a North arrow, other underground or 

overhead facilities in the vicinity of the proposed excavation, City trees and landscaping, and 

the facilities to be installed, maintained, or repaired in connection with the excavation, and 

any other details as the Department may require. 

(e) The proposed start date of excavation. 

(f) The proposed duration of the excavation, which shall include the duration of the restoration 

of the Public Right-of-Way physically disturbed by the excavation. 

(g) A detailed traffic control plan if required to accomplish the excavation. 

(h) Any proposed attachments to bridges require the submittal of a detailed site plan and 

specifications with the permit application for approval by the City Engineer. 

(i) The Miss Utility of Virginia ticket number. 

(j) A copy of the approved tree work permit, if applicable. 

(k) A valid signature of the Applicant acknowledging the terms and conditions of this Manual 

and permit application. 
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(l) Applicable permit fee(s) by bank draft made payable to the City of Norfolk.  Alternatively, 

the Permittee may request that an account be established with the Department. If the account 

request is approved, the Permittee will be invoiced on a monthly basis for permits issued 

during the preceding thirty (30) day period. 

(m) Any other information that may reasonably be required by the Department of Public Works. 

 
2.2 INSURANCE 
 
(a) Permittee must secure and maintain in force insurance, including malicious mischief and 

vandalism, with minimum acceptable amounts described below, naming the City as additional 

insured, while working in the Public Right-of-Way.  

 

  (i) Worker's Compensation :   Statutory  

   Employer's Liability:     $100,000 per accident injury 

 (ii)  Commercial General Liability: 

  Bodily Injury:     $500,000 per person 

        $1,000,000 per occurrence 

        $1,000,000 aggregate 

  Property Damage:    $500,000 per occurrence 

        $1,000,000 aggregate 

 

(b) The Commercial General Liability Insurance required above shall also include the following 

extensions of coverage: 

 
(i) The coverage shall be provided under a Comprehensive form of policy or similar 

thereto. 

 
(ii)  X.C.U. Coverage - If the work in the Public Right-of-Way requires any work 

procedures involving blasting, excavating, tunneling or other underground work, 

the liability coverage shall include Standard Blasting or Explosion Coverage, 

Standard Collapse Coverage and Standard Underground Coverage, commonly 

referred to as XCU liability coverage with limits of $500,000 each occurrence and 

$1,000,000 aggregate. 

 
(iii)  The property damage coverage shall include a Broad Form Property Damage 

Endorsement. 
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(i) Continuing bond - They are required on all permits covering installations within 

the Public Right-of-Way that are of a continuous nature. The estimated amount of 

the bond is the amount the Director anticipates it will take the City, or the City's 

subcontractor, to complete or restore the work should the Permittee fail to complete 

it. The purpose of this type of bond is to ensure proper maintenance of the 

installation; to ensure the removal or relocation of the installations when deemed 

necessary for the safety of the traveling public; also for improvements or 

reconstruction of the Public Right of Way. The bond must remain in full force as 

long as the work covered under the permit remains within the Public Right-of-

Way. 

 
(ii)  Performance bond - They are for the actual performance of the work covered by 

the permit. The estimated amount of the bond is the amount the Director anticipates 

it will take the City, or the City's subcontractor, to complete or restore the work 

should the Permittee fail to complete it. Once the work has been completed to the 

satisfaction of the Director, the performance bond will be cancelled upon receipt 

of a warranty bond in an amount equal to ten (10) percent of the performance bond. 

Responsibility for the work covered by the permit will not be eliminated until such 

time as a completion notice has been released by the Director, and coverage under 

the warranty bond will  remain in effect until the bond has been cancelled by the 

Right-of-Way Permit Office after the two (2) year warranty period has ended. 

 
2.4 STREET, LANE, OR SIDEWALK CLOSURE  PERMIT . 
 
Any work within the Public Right-of-Way, which closes or prevents access to the roadway, 

driveway entrances, sidewalk, or blocks any lanes of traffic for more than fifteen (15) minutes, 

requires a street, lane or sidewalk permit (Attachment 3). This work may include, but is not limited 

to, utility main and/or lateral replacement and repair; valve replacement and repair; installation of 

new underground mains or laterals, structures or accessories; splices, buried drops (under pavement 

or sidewalks); pole replacement (auto accident or other); changes in height; cathodic protection; 

ground water monitoring wells; boxes and vault installations; test holes and core samples; open 

cuts, jacking or boring under the Public Right-of-Way where disturbance within the Public Right-

of-Way may occur. The City Transportation Engineer or designee must approve traffic detours 

and/or lane closures.  Pedestrians and/or motorist may not be detoured on or through private 

property. 
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2.5 LIGHT RAIL PERMITTING.  

(a) Any construction within ten (10) feet of the light rail guide way requires track access 

certification and a permit issued by Hampton Roads Transit (HRT) in addition to a City of 

Norfolk right-of-way permit.  Contact HRT Rail Transportation for training and permitting.  

Every effort will be made to maintain the light rail schedule.  Permittee must be prepared to 

work during non-operating hours. 

 

(b) Any excavation on or adjacent to the light rail guide way may require an engineered plan 

prior to issuing a right-of-way permit.  See the LRT Utility Trench Excavation Criteria 

(Attachment 11) and HRT Adjacent Construction Manual for requirements.  

 

2.6  COORDINATION OF EXCAVATION.  
  

Whenever Franchise and/or Public Utilities propose Major Projects in the same Block within a five 

(5) year period, permits for such work shall be conditioned in a manner that maximizes coordination 

and minimizes the total period of construction. 

 
3 PERMITS TO PERFORM  EXCAVATION ; RIGHT -OF-WAY AND STREET 

CONSTRUCTION 
 

3.1 ACTION ON APPLICATIONS FOR PERMITS TO EXCAVATE . 
 
(a) After receipt of an application for a right-of-way or street construction permit, the Right-of-

Way Permit Office, within two (2) business days, shall determine whether an application has 

been properly completed. 

 
(b) If the application is deemed to be incomplete, the Right-of-Way Permit Office will advise 

the Applicant of the reasons for rejecting the application as incomplete. 

 
(c) If the application is deemed to be complete, the Right-of-Way Permit Office, in its discretion, 

may deny, approve, or conditionally approve the application within fourteen (14) calendar 

days. 

 
(i) If the application is approved or conditionally approved, the Right-of-Way Permit 

Office will  issue a permit to the Applicant.  The Right-of-Way Permit Office may 
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(a) Scope.  It is unlawful for any Permittee to make, to cause, or permit to be made, any 

excavation in the Public Right-of-Way outside the boundaries, times, and description set 

forth in the permit. 

 
(b) Single excavation maximum of 250 feet. No single excavation site will be longer than two 

hundred fifty (250) feet in length at any time except with the prior written approval of the 

Director. 

 
(c) No work will be permitted (except for emergencies) on certain streets during special City 

events, or other events so designated by the Director or Right-of-Way Administrator. 

 
(d) In accordance with the provisions of Chapter 45 of the Norfolk City Code, it is unlawful for 

any Person to excavate within the drip-line (crown-spread) or the tree diameter at DBH 

expressed in radius feet around the tree trunk; whichever is greater for any tree, shrub, or 

other vegetation greater than 24" in height, without first obtaining a tree permit from the 

Division of Parks & Forestry. 

 

(i) Tree permit package shall contain all City of Norfolk standard tree protection details 

and diagrams expected to protect trees and replant approved removals.  

 
(ii)  All plantings which are damaged or removed shall be replaced in accordance with 

Section 5.9 

 
4.4 REGULATIONS CONCERNING EXCAVATION SITES.  
 
Each owner and Permittee will  be subject to requirements for excavation sites that are set forth 

herein and shall include, but not be limited to, the following measures: 

 

(a) Steel Plates, Protection of Excavation.  Each Permittee shall cover an open excavation with 

properly designed and load rated steel plates ramped to the elevation of the contiguous street, 

pavement, or other Public Right-of-Way, or otherwise protected in accordance with 

guidelines prescribed by the Director or Right-of-Way Administrator.  Steel plates must be 

properly secured so that it does not slip, must be skid resistant, and must not deflect from 

traffic loads.  Steel plates must extend at least one foot on all sides of the excavation and 

must be firmly anchored with pins. 
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not adversely affect adjacent property, overload the storm drain system, or create a traffic 

hazard by flooding the street or creating icing conditions on the pavement.   

 
(f) Tree, Shrub, and Landscape Protection.  Tree, shrub, and landscape protection and 

preservation requirements shall be in accordance with Section 4.3 (d) and with Chapter 45 of 

the Norfolk City Code and any conditions or restrictions referenced in a tree permit. 

 
(g) Job-Site Parking.  No job-site parking on sidewalks or landscaping is permitted.  Parked 

vehicles and equipment must not restrict private property access nor hinder sight distances 

for traffic.  It is unlawful to park or place vehicles, equipment construction supplies or 

materials, excavated or fill soil, construction spoils or debris, chemicals, fuel, oil,  etc. within 

the drip-line (crown-spread) or the tree diameter at DBH expressed in radius feet around the 

tree trunk; whichever is greater, of any tree on City property. 

 
(h) Pedestrian Access.  The Permittee must provide pedestrian access and/or pedestrian detours 

to adjacent properties or the Public Right-of-Way in a safe manner. Pedestrian detours must 

be submitted to the Right-of-Way Permit Office for approval.  Protective barricades, fencing, 

handrails and bridges, together with warning guidance devices and signs must be utilized so 

that the passageway for pedestrians is safe and well defined.  Installation of a fixed pedestrian 

walkway of the fence-and-canopy type to protect and control pedestrians may be required 

where hazardous work conditions exist overhead.  The walk area shall comply with OSHA 

standards, local building codes, ADA Accessibility Guidelines and any additional 

requirements set forth by the Department. 

 
(i) Walkways in construction areas shall be maintained at least five (5) feet in width 

and free from abrupt changes in grade. (Maximum allowable grade is 1" rise in 12" 

of run.) Obstructions within the walkway shall be illuminated during hours of 

darkness.  Minimum vertical clearance to any obstruction within the walkway shall 

be at least seven feet. 

 
(ii)  Where sidewalks are closed or damaged by construction, an alternate walkway 

must be provided.  When necessary to divert pedestrians into the parking lane of a 

street, approved barricading or delineation must be provided to separate the 

pedestrian walkway from the adjacent traffic lane.  At no time will  pedestrians be 

diverted into a portion of the street used for vehicular traffic.  This includes and 
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(a) Arterial Streets:  These are streets functionally classified by the Virginia Department of 

Transportation (VDOT) as principal arterials or minor arterials (Attachment 5). No work will 

be permitted on arterial streets during the peak traffic hours of 6:00 a.m. to 9:00 a.m. and 

from 3:00 p.m. to 6:00 p.m. (Monday through Friday only), except emergency work to restore 

services, or such times as authorized by the Director or Right-of-Way Administrator.  Lane 

closures will be restricted to the working lane only and two-way traffic must be maintained 

at all times, unless otherwise authorized by the Director or Right-of-Way Administrator. 

 
(i) Arterials must be opened to traffic each night unless otherwise provided for in the 

permit. Before leaving the work site all utility cuts must be backfilled and covered 

with temporary asphalt. Steel plates may be used and must be installed according 

to VDOT standards.  The permanent asphalt patch must be placed the same day 

the work is completed for minor projects and within thirty (30) calendar days of 

completion for Major Projects, unless otherwise directed by the Department.  

When notified by the Department of an unsafe opening, the Permittee must respond 

and repair such opening within four (4) hours. 

 
(ii)  The Department reserves the right to effect any and all required repairs, 

necessitated by emergency conditions, and warrant for the collection of all 

associated costs from the Permittee. 

 
(b) Collector Streets: These are streets functionally classified by VDOT as urban collectors 

(Attachment 6). No work will be permitted on collector streets during the peak traffic hours, 

6:00 a.m. to 9:00 a.m. and 3:00 p.m. to 6:00 p.m. (Monday through Friday only), except 

emergency work to restore services, or such times as authorized by the Director. Two-way 

traffic must be maintained at all times, unless otherwise authorized by the Director. 

 
(i) Collectors must be opened to traffic each night unless otherwise provided for in 

the permit. Before leaving the work site all utility cuts must be backfilled and 

covered with temporary asphalt. Steel plates may be used and must be installed 

according to VDOT standards.  The permanent asphalt patch must be placed as 

soon as possible but no later than five (5) days after work completion for minor 

projects, and within thirty (30) calendar days for Major Projects, unless otherwise 

directed by the Department. When notified by the City of an unsafe opening, the 

Permittee must respond and repair such opening within four (4) hours. 











 
City of Norfolk  
Right-of-Way Excavation 
& Restoration Manual 27 Amended: September 16, 2020 

(iii)  For any excavation that disturbs more than 30% of an intersection, 

the Department may require the restoration limits to be larger than 

the work area to insure a smooth, rideable surface. 

 

(iv) For excavations in streets that have been resurfaced within four 

(4) years or less, the Department requires repaving of the entire 

length of the excavation and the entire width of the street, curb to 

curb, and on streets with a raised median, the street shall be 

resurfaced from the curb-line to the raised median. The minimum 

repaving width shall not be less than eight (8) feet wide.  Any 

affected curb lanes are to be repaved back to the curb face or nose 

of the gutter pan.  

  
  (b) Concrete Pavement: 

 
(i) Any excavation in a concrete pavement will  require a slab 

replacement from the nearest transverse joint longitudinally and 

the entire width of the lane. Alternative pavement treatments 

which provide equal or greater strength will be considered on a 

case by case basis and must be approved by the Director. 

 

  (c) Asphalt on Concrete Pavement 
 

(i) The Permittee will determine the depth of the existing pavement 

section by core sample or test pit. If the asphalt overlay is one (1) 

inch or more; and if the concrete base is five (5) inches or more 

and in good condition, the Permittee will  dowel and re-establish 

the base section of concrete in accordance with Public Works 

Design Standard HS-302 (See Attachment 10) The depth of the 

asphalt overlay must match the existing pavement section, or as 

directed by the Right-of-Way Inspector. 

 

(ii)  If the depth of the existing asphalt overlay is five (5) inches or 

more and if the concrete base is less than five (5) inches and it is 

in poor condition e.g. crumbled back to an aggregate condition, 
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should be placed over any utility pipe before compaction over the pipe.  

Written verification of compaction is required.  The Permittee shall have 

a geotechnical technician examine the soils and pre-approve the materials 

and methods. The use a Dynamic Cone Penetrometer (DCP), or 

comparable equipment, to test the compaction of the backfill is 

recommended.  A density rate of 95% must be achieved for adequate 

compaction (See Attachment 8 for DCP procedure).  The Permittee shall 

submit written compaction test results (See Attachment 9 for sample form) 

to the Right-of-Way Inspector.  When controlled density fill type material 

is used, steel plates must be placed over the work area to allow sufficient 

time for the material to set properly.  All material must "set" within 72 

hours of placement. 

 
3. Permanent Patch:  
  

(a) Patches will be approved based on their general appearance as well as their 

"rideability."  Rideability is defined as a leveling tolerance to within one-

quarter inch (1/4") at any point across the patch as it relates to the 

surrounding street surface. 

 
   (b) Asphalt Pavement: 

 
(i) New hot mix asphalt will be placed in lifts (3" maximum) and 

compacted using a vibratory plate compactor or a vibration 

roller.  Asphalt depths will be governed by the existing cross 

section of the street. When it is necessary to use cold patch in an 

opening due to the unavailability of hot mix material, the cold 

patch will be applied in one lift, approximately 2 inches thick.  

The restoration will not be considered complete until the cold 

patch is removed and replaced with hot mix asphalt. 

 
   (c) Concrete Pavement: 
 

(i) Once the compacted backfill has been placed, 1" dowel bars, a 

minimum of 15" long, must be installed 7.5" into the existing 

concrete slabs.  The bars shall be placed on 12" centers and 
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grouted with an approved adhesive or grout.  Welded wire fabric 

may be required.  A "high early" strength (5,000-psi minimum 

strength within 7 days) concrete mix is required for concrete 

pavements and valley gutters.  Place, finish, and protect new 

concrete with adequate protection during its curing period.  

Concrete is required to "set" within 4 hours of placement.  

Before the pavement is opened to traffic, joints must be cleaned 

and properly sealed. 

 

(ii)  The Right-of-Way Administrator may approve the use of a full 

depth asphalt patch instead of concrete under certain conditions. 

The substitution must also be approved by the Director prior to 

placement of asphalt. The repair extents will remain the same. 

 

  (d) Asphalt Overlay over Concrete 

 

(i) Concrete shall be replaced as outlined in (c) (i). The top grade of 

concrete should match the existing top grade of concrete. Under 

no circumstances shall the top grade of concrete match the top 

grade of asphalt. Once the concrete has cured, asphalt should be 

patched as outlined in (b) (i) 

 

4. Adjustments to Castings, Frames and Covers, Boxes, and Utility Vaults Etc.: 

 

(a) In all directions around castings, frames and covers, boxes, utility vaults 

etc. the Permittee will be responsible to make adjustments to meet the 

finish grade of the existing or proposed pavement and/or gutter line.  Prior 

to a paving course being placed, a string-line inspection of the adjustments 

will be conducted by the Right-of-Way Inspector. 

 

(b) The use of extension rings or grade rings for the design and construction 

of new water distribution system valve boxes and lids is prohibited. 
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(c) Existing water distribution system valve boxes and lids with extension 

rings that are disturbed shall be adjusted and re-installed using an 

approved, high strength adhesive bonding material between the valve box 

and extension ring, and between adjacent extension rings. Adhesion of the 

lid to the valve box may be required as directed by the City. Complete 

replacement of an existing valve box may be required as directed by the 

Right-of-Way Inspector. 

 
(d) The design and construction of new water distribution system valve boxes 

and lids shall utilize a two piece, screw type, adjustable valve box with a 

minimum vertical assembled length of 24 inches. Adhesion of the lid to 

the valve box using an approved, high strength adhesive bonding material 

may be required as directed by the Right-of-Way Inspector. The 

installation of new valve boxes and lids shall include a spool piece of pipe 

not less than 12 inches in length around the valve stem and beneath the 

valve box of the same material type as the adjacent water main. 

 

5.2 TRANSPORTATION.  
 
(a) Signalized Intersections: The Permittee, or the Permittee's subcontractor, must not cut into 

the pavement of a signalized intersection without contacting the Public Works Traffic 

Operations Center (ph.757-823-1223) 48 hours in advance. Traffic Operations will attempt 

to locate and mark buried loop detection devices.  Any Permittee, or Permittee's 

subcontractor, that damages a loop detector must replace the damaged loop detector within 

48 hours of such damage.  

 
(b) Pavement and Bike Lane Markings:  Thermoplastic or painted lane striping or other 

thermoplastic or painted affixed delineators, which are removed or damaged, must be 

replaced by the Permittee before restoration will be considered complete. Replacement 

materials for lane striping and other affixed delineators shall be furnished and installed by 

Permittee as specified and approved by the Division of Transportation. 

 
5.3 SIDEWALKS.  
 
Damaged sidewalks must be removed and replaced in full sections to the nearest joint. Replacement 

sidewalk material shall match the existing sidewalk to the extent practicable. All concrete edges 
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When the Director has determined that a Permittee has violated the provisions of this Manual or 

that an excavation poses a hazardous situation or constitutes a public nuisance, public emergency, 

or other threat to the public health, safety, or welfare, the Director is authorized to issue a Stop 

Work Order, to impose new conditions upon a permit, or to suspend or revoke a permit by notifying 

the Permittee of such action in a written, electronic, or facsimile communication. 

 

6.2 SUBSURFACE OR PAVEMENT FAILURES - WARRANTY.  
 
In the event that subsurface material or pavement over or immediately adjacent to any excavation 

should become depressed, broken, or fail in any way within two (2) years after the excavation has 

been completed and accepted by the City, the Permittee and the Permittee's subcontractor, that is 

responsible for the failure in the subsurface or surface of the Public Right-of-Way and must make 

the necessary repairs as directed by the Department.  The Director will  notify the Permittee or 

subcontractor of the condition, location, and the required remedy, and such Permittee or 

subcontractor must repair or restore, or cause to be repaired or restored, such condition to the 

satisfaction of the Director within seventy-two (72) hours of the notification.  The Director may 

extend the time for the responsible party to repair or restore the affected Public Right-of-Way. 

 
6. 3 REPAIR BY THE DEPARTMENT.  
 
(a) In the event that any Permittee or subcontractor fails, neglects, or refuses to repair or restore 

any condition pursuant to the Director's notice as set forth in Section 6.2, the Director may 

repair or restore, or cause to be repaired or restored, such condition in such manner as the 

Director deems expedient and appropriate. The Permittee or subcontractor identified by the 

Director as the responsible party must compensate the Department for any costs associated 

with administration, construction, consultants, equipment, inspection, notification, 

remediation, repair, restoration, or any other actual costs incurred by the City that were 

made necessary by reason of the repair or restoration undertaken by the Department.  The 

Director's determination as to the cost of the repair or restoration performed will  be final.  

In addition, the responsible party may be subject to those enforcement actions as set forth 

in Sections 6.4 and 7.0. 

 
(b) Subject to the limitation set forth in Sections 6.2 and 7.0, repair or restoration by the 

Department in accordance with this Section does not relieve the Person(s) from liability 

for future pavement failures at the site of the repair or restoration. 
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6.4 PENALTIES AND FEES. 
 
(a) Any Person or Permittee occupying or using any of the public ways of any description of the 

City in a manner not permitted to the general public, without having first legally obtained the 

consent of the City in accordance with the requirements contained herein or occupying or 

using such public ways inconsistent with the requirements of this Manual, will  be guilty of a 

Class 2 misdemeanor which provides for fines of up to $1,000 (one thousand dollars).  A 

separate and distinct offense will  be deemed committed each day on which a violation occurs 

or continues. 

  

(b) Unless otherwise specified, any person violating any provision of Chapter 45 of the code of 

the City of Norfolk or any permit issued pursuant to any provisions of this chapter shall be 

guilty of a class 1 misdemeanor. Each day a violation continues shall be deemed a new 

violation. In addition to any penalties imposed for each violation, a judge hearing the case 

may order the person responsible for such condition or violation to restore, remediate or 

correct the violation or condition, and each day's default in such restoration, removal or 

remediation after being so ordered shall constitute a violation of and a separate offense under 

this chapter.  

 

(c) Any Person or Permittee that fails to comply with the requirements as set forth in this Manual 

will not be allowed to continue to work in the Public Right-of-Way and all future permit 

requests will be denied.  

 

7.0  EMERGENCY REMEDIATION BY THE DEPARTMENT.  

 
(a) If, in the judgment of the Director, the site of an excavation is considered hazardous or if it 

constitutes a public nuisance, public emergency, or other imminent threat to the public health, 

safety, or welfare that requires immediate action, the Director may order the condition 

remedied by a written, electronic, or facsimile communication to the Permittee or 

subcontractor responsible for remedying the condition. 

 
(b) If the Permittee or subcontractor responsible is inaccessible or fails, neglects, or refuses to 

take immediate action to remedy the condition as specified in said communication, the 

Director may remedy the condition or cause the condition to be remedied in such manner as 

the Director deems expedient and appropriate.  The Permittee or subcontractor identified by 









ATT ACHMENT - 1 

 3 

 
 
writing, to remove or relocate at its own expense any structure or installation placed in the right-
of-way if such structure or installation interferes with the installation or maintenance of any 
public facility or use of the right-of-way.  Clear zone requirements in accordance with the VDOT 
Road Design Manual shall apply on all streets where the speed limit is 35 mph or greater.  Joint 
trenching should be used when more than one utility intends to construct new facilities within the 
same area.  Newly installed or upgraded facilities shall be as small and unobtrusive as 
technology and business conditions allow. 
 
Removal:  The Franchisee agrees to remove at its own expense all facilities that are no longer 
used within 60 days of the end of their use.  The Director of Public Works may grant an 
extension to this time period when he believes that circumstances warrant it. 
 
Application:  Application for permits shall be on forms prescribed by the Public Works Director 
or his designee.  Such application shall also be accompanied by plans showing all information 
required by the Public Works Director or his designee and such other and further information as 
the Public Works Director or his designee may require in order to demonstrate compliance with 
the requirements set forth in this policy.  A permit from the City Forester will be required for any 
work needed to be accomplished within the drip line of any public tree. 
 
Other:   The requirements of this Policy shall be in addition to, and not in lieu of, the provisions 
of any other applicable codes, franchise agreements, ordinances, regulations or requirements of 
federal, state or local law.  The Director of Public Works may allow deviations from this policy 
when in his judgement the specific circumstances warrant such deviations. 
 
Effective Date:  This policy shall take effect upon execution by the City Manager. 
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ROW Permit Application

Page 2 of 2

Is the work within the drip-line of a City tree? *
Note: A tree permit is required whether within the drip line
or not.

Yes No

What is your site plan number (if applicable)?

Notes

The Permittee, its agents, employees, officers and assign assume all responsibility and liability for any injury to persons or damage to public or
private property caused directly or indirectly, by the performance of permitted work under this permit. Furthermore, the Permittee, its agents,
employees, officers and assignees agree to save and hold harmless the City of Norfolk, its agents, employees and officers from any and all claims,
demands, actions, judgments, executions, damages or proceeding for any and all personal actions, judgments, executions, damages or
proceedings for any and all personal injury, and injuries to property, real or personal, public or private caused by or arising out of directly or
indirectly, from the performance of permitted work. Contractor’s who do not install driveways in accordance with City specifications will be barred
from performing future work in the City until standards are met.

Acknowledged and agreed,

______________________________ ____________
Contractor Date

ONLINE: https://citizen.norfolk.permitcity.com FAX: (757) 664-4696 E-MAIL: pwrow@norfolk.gov
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Closure Permit Application

Page 1 of 2

Applicant Name______________________________
Address: ____________________________________
City:_________________ State:______ Zip: _______
Cell Phone: _________________
E-mail: __________________________________

Performing Work for: _________________________
Address: ____________________________________
City:________________ State:______ Zip: ________
Cell Phone: _________________
E-mail: __________________________________

Type of Closure * (Please select all that apply) Full Street Closure Lane Closure

Sidewalk Closure Mobile/Short Duration

Flagging Operation Off-duty Police control

What are the nearest cross streets? *(Please specify the
name of the streets on both side of your closure)

What direction is your closure?
(select all that apply)

When will you start your closure? * Date Time

When will you complete your closure? * Date Time

Is this work in a signalized intersection? *

Note: If yes, off-duty officers are required at your cost.
Instructions will be provided on your permit.

Yes No

Will this be a daytime closure only? *

Note: High traffic street work hours are 9 AM—3PM;
Residential street work hours are 7 AM—sundown

Yes No

Will the sidewalk, lane or street need to remain closed
even when work is not being done? *

Yes No

Is this a full street closure? * Yes No

If placing a lift/crane, does the sidewalk need to be closed
during the temporary use?

If yes, a CLOSURE permit for the sidewalk is also
required.

Yes No

If placing a lift/crane, does the street need to be closed
during the temporary use?

If yes, off-duty officers are required at your cost.
Instructions will be provided on your permit.

Yes No
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Closure Permit Application

Page 2 of 2

Insert typical traffic control plan # from the VA Work Area
Protection Manual: TTC: Note: For residential or short
duration work only

Yes No

Notes:

The Permittee, its agents, employees, officers and assign assume all responsibility and liability for any injury to persons or damage to public
or private property caused directly or indirectly, by the performance of permitted work under this permit. Furthermore, the Permittee, its
agents, employees, officers and assignees agree to save and hold harmless the City of Norfolk, its agents, employees and officers from any
and all claims, demands, actions, judgments, executions, damages or proceeding for any and all personal actions, judgments, executions,
damages or proceedings for any and all personal injury, and injuries to property, real or personal, public or private caused by or arising out
of directly or indirectly, from the performance of permitted work. Contractor’s who do not install driveways in accordance with City
specifications will be barred from performing future work in the City until standards are met.

Acknowledged and agreed,

______________________________ ____________
Contractor Date

ONLINE: https://citizen.norfolk.permitcity.com FAX: (757) 664-4696 E-MAIL: mailto:pwrow@norfolk.gov
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ATTACHMENT 4

Company: Contractor: Date:

Department of Public Works
Right of Way Permit Office Contact Person:

Pavement
Type Date First Final

24 Hour Advance Notice is Required to Perform Work in the Right of 
Way.  Please Fax to 664-4696 prior to starting work.

Phone Number(s):

MANDATORY

Inspection

For Inspector Use Only

Type of RepairSite AddressPermit Number

A4 ROW Work - Location Sheet.xls Form Revised:10-8-2001
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Revised: January 2002 

NORFOLK ARTERIALS  
 
4th View St 
21st St  (Hampton Blvd to Monticello Ave) 
26th St  (Hampton Blvd to Lafayette Blvd) 
27th St  (Hampton Blvd to Lafayette Blvd) 
38th St  (Hampton Blvd to Granby St) 
Admiral Taussig Blvd  (Hampton Blvd to I564) 
Azalea Garden Rd  (Virginia Beach Blvd to Little Creek 
Rd) 
Bainbridge Blvd  (South Main St to City Line) 
Ballentine Blvd  (Westminster Ave to Lafayette Blvd) 
Bay Ave  (Naval Gate to Granby St) 
Bayview Blvd  (Granby St to Capeview Ave) 
Berkley Ave  (Ligon St to Indian River Rd) 
Berkley Ave Extended  (Fauquier Ave to Campostella Rd) 
Boush St 
Brambleton Ave 
Campostella Rd 
Chesapeake Blvd(Ocean View Ave to Lafayette Blvd) 
Church St  (Wood St to Granby St) 
City Hall Ave  (Boush St to I264) 
Colley Ave  (53rd St to Brambleton Ave) 
Cromwell Rd 
Duke St (Brambleton Ave to Boush St)  
Granby St  (Church St to Ocean View Ave) 
Hampton Blvd  
Indian River Rd  (Berkley Ave to City Line) 
Ingleside Rd  (Cromwell Rd to Virginia Beach Blvd) 
Jamestown Cresc   (Hampton Blvd to 53rd St) 
Johnstons Rd  (Sewells Point Rd to Little Creek Rd) 
Kempsville Rd  
Liberty St  (State St to City Line) 
Little Creek Rd  
Llewellyn Ave  
Main St  
Military Hwy  
Monticello Ave  (City Hall Ave to Church St) 
Newtown Rd  (Kempsville Rd to North City Line) 
Northampton Blvd  
Norview Ave  
Ocean Ave  (Granby St to Bay Ave) 
Ocean View Ave (Shore Dr to 4th View St) 
Olney Rd  (Duke St to Colley Ave) 
Park Ave  (Brambleton Ave to Princess Anne Rd) 
 
 
Princess Anne Rd   (Hampton Blvd to Military Hwy) 

 
 
Robin Hood Rd  (Chesapeake Blvd to Military Hwy) 
Sewells Point Rd  (Princess Anne Rd to Little Creek Rd) 
Shore Dr  
South Main St  (Bainbridge Blvd to Berkley Ave) 
St Paul's Blvd  
State St 
Terminal Blvd 
Thole St 
Tidewater Dr 
Virginia Beach Blvd 
Waterside Dr 
Wesleyan Dr 
Willow Wood Dr  (Tidewater Dr to Granby St) 
Wilson Rd 
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Revised: Jan. 2002 

NORFOLK COLLECTORS  
 
5th Bay St 
35th St. (Granby St to Hampton Blvd) 
38th St (LaVallette Ave to Granby St)  
38th St (Hampton Blvd to Powhatan Ave) 
43rd St. (Powhatan to Hampton Blvd) 
49th St (Colley Ave to Hampton Blvd) 
49th St (Bluestone Ave to Powhatan Ave) 
Ballentine Blvd (I264 to Kimball Terr) 
Bank St (Main St to City Hall Ave) 
Beachview St  
Berkley Ave Ext (Campostella Rd to City Line) 
Bolling Ave (Jamestown Cresc to Powhatan Ave) 
Capeview Ave 
Charlotte St.; (Tidewater Dr to Fenchurch St.) 
Chesapeake Blvd (Lafayette Blvd to Tait Terr) 
Claremont Ave. 
Colonial Ave (Olney Rd to New Hampshire Ave) 
Columbus Ave (LaVallette Ave to 42nd St) 
Corprew Ave; (Park Ave to Ballentine Blvd.) 
Curlew Dr. 
Delaware Ave 
Diven St 
Dominion Ave. 
Fenchurch St  
First View St 
Fisherman's Rd; (Bayview Blvd to Chesapeake Blvd) 
Glenrock Rd; (Va Beach Blvd to Poplar Hall Dr.) 
Granby St.; (Bute St. to Church St.) 
Halprin Dr.  
Hedgewood La 
Herbert St 
Indian River Rd (Marsh St to State St) 
Ingleside Rd; (Westminister Ave. to Va Beach Blvd.) 
Johnston's Rd; (Chesapeake Blvd to Denison Ave.) 
Kimball Terrace (Riviera St to Brambleton Ave) 
Kingsley La (Granby St to Dead End) 
LaVallette Ave  (Granby St to Columbus Ave) 
Leo St (25th St to 26th St) 
Lindenwood Ave. (25th St to Tidewater Dr) 
Lowery Rd. (Military Hwy to Kempsville Rd) 
Main St E (St Pauls Blvd to Commercial Pl) 
Main St E (Bank St to Boush St) 
Maltby Ave (Rugby St to Princess Anne Rd) 
Maple Ave. (First View St to Dead End) 
Mayflower Dr (Delaware Ave to 41st St) 
McKann Ave; (Chesapeake Blvd. to Tait Terrace) 
Meadow Creek Dr. 

Meadowlake Dr. 
Merrimac Ave. ( 
Princess Anne Rd to Corprew Ave) 
Mowbray Arch  (Olney Rd to Olney Rd) 
Muskogee Ave 
New Hampshire Ave (Gosnold Ave to Mayflower Rd) 
Newport Ave (Little Creek Rd to Kingsley La) 
Newtown Rd (Susquehanna Dr to Kempsville Rd) 
North Shore Rd (Blanford Cir to 0.74 ME Hampton Blvd) 
Norway Place 
Ocean View Ave (East City Line to Shore Dr) 
Ocean View Ave (4th View St to West City Line) 
Old Ocean View Rd 
Olney Rd. (Monticello Ave to Boush St) 
Park Ave. 
Philpotts Rd. 
Pleasant Ave.; (5th Bay St. to 30th Bay St.) 
Plume St  
Poplar Hall Dr. (0.64MW Military Hwy to Virginia Beach 
Blvd) 
Powhatan Ave (38th St to Dead End) 
Princess Anne Rd (Hampton Blvd to West Dead End) 
Raby Rd. 
Rugby St. (Tidewater Dr to Maltby Ave) 
Sabre Rd. 
Sedgefield Dr. 
Sellger Dr. 
Sheppard Ave. (Cape View Ave to Tidewater Dr) 
South Main St. (Berkley Ave to Indian River Rd) 
Springfield Ave  
Springmeadow Blvd; (Military Hwy to Hunt Rd.) 
Sturgis Rd. 
Sturgis St. 
Suburban Parkway 
Village Ave. 
Walter's Dr 
Westminister Ave. (Sedgewick St to 0.17  
ME Ballentine Blvd) 
Windmere Ave (Sewells Point Rd to Herbert St) 
Winshire St (WDE to Tidewater Dr) 
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pass or fail status) shall be documented and verified by a 
Supervisor to assure quality work methods of crews.  
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Date:

Weather:

Inspector: Neighborhood No.:

Address:

Utility Franchise:
Contractor:

Fill Material: Sub-base Type:
Type of Compaction:

Base Type:
Minimum Required No.of Blows = 11 Thickness: inches
Mid-Pt:
Final: Asphalt Thickness: inches
Moisture Meter Reading:

Date:

Weather:

Inspector: Neighborhood No.:

Address:

Utility Franchise:
Contractor:

Fill Material: Sub-base Type:
Type of Compaction:

Base Type:
Minimum Required No.of Blows = 11 Thickness: inches
Mid-Pt:
Final: Asphalt Thickness: inches
Moisture Meter Reading:

YES       NO
YES        NO

Permittee's Signature:

COMPACTION INSPECTION FORM INSTRUCTIONS
Permit No.:

SAND       CLAY

Total No.of 4 inch Lifts: ROC       CONC.

YES       NO
YES        NO

Permittee's Signature:

COMPACTION INSPECTION FORM INSTRUCTIONS
Permit No.:

SAND       CLAY

Total No.of 4 inch Lifts: ROC       CONC.
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DESIGN STANDARDS INDEX
City of Norfolk Department of Public Works

Designation                                           Description
HS-101         NOT USED

HS-102         NOT USED

HS-103         STANDARD GRATE INLET

HS-104         STANDARD MANHOLE

HS-105         NOT USED

HS-106         FABRIC JOINT WRAP

HS-107         NOT USED

HS-201         NOT USED

HS-203         METHOD OF SETTING GRANITE CURB

HS-204         NOT USED

HS-205         STANDARD VALLEY GUTTER

HS-206         STANDARD SIDEWALK DETAIL

HS-207         STANDARD RESIDENTIAL DRIVEWAY APRON

HS-208         ADA VARIATION OF DRIVEWAY APRON

HS-209         STANDARD RESIDENTIAL DRIVEWAY W/O CURB AND GUTTER

HS-210         COMMERCIAL BRICK DRIVEWAY

HS-211         NOT USED

HS-301         STANDARD PAVEMENT REPLACEMENT - ASPHALT OVER STONE

HS-302         STANDARD PAVEMENT REPLACEMENT - ASPHALT OVER CONCRETE

HS-303          STANDARD PAVEMENT REPLACEMENT CONCRETE

HS-304         CONCRETE PAVEMENT JOINT DETAIL

HS-601         STANDARD GRASS PLANTING DETAIL

HS-602         STANDARD TREE PROTECTION DETAIL

HS-603         RECYCLED RUBBER WHEEL STOP

HS-604         NOT USED

HS-605         NOT USED

HS-606         STANDARD CITY CONSTRUCTION SIGN - LARGE

HS-607         CONSTRUCTION SIGN INSTALLATION - LARGE

HS-212         STANDARD COMMERCIAL DRIVEWAY APRON

HS-202         7" CURB AND GUTTER

NORFOLK DESIGN STANDARDS (NCSD 2018.11)

(Sheet 1 of 2)



DESIGN STANDARDS INDEX
City of Norfolk Department of Public Works

HRPDC REGIONAL CONSTRUCTION STANDARDS

Designation                                           Description

(Sheet 2 of 2)

CI_01 24" CURB & GUTTER
CI_03 STANDARD MEDIAN CURB
CI_04 MOUNTABLE CURB
CI_10 ROLL TOP CURB AND CUTTER

DS_01 STORM DRAIN CASTING & COVER (30")
DS_03 CURB INLET/CATCH BASIN FRAME AND COVER
DS_04 CURB INLET/CATCH BASIN

EW_02_1 PAYMENT LIMITS TRENCH EXCAVATION AND BACKFILL
EW_02_2 PAYMENT LIMITS TRENCH EXCAVATION AND BACKFILL

PB-1 VDOT ROAD AND BRIDGES SECTION 100 PIPE BEDDING



DESIGNATION

REVISEDEDITION

DESCRIPTION

SCALE
NOT TO SCALE NOV. 2018

STANDARD GRATE INLET

DEPT. OF PUBLIC WORKS

HS-103
NCDS2018.11NCDS2018.11

C
A

S
T

 IR
O

N
 G

R
A

T
E

2"

4"

2 
1/

2"

3/
8"

46
 1

/4
"

4"
 B

R
IC

K
, A

A
S

H
T

O
 M

91
, 

6"

8"
30

 1
/4

"

S
U

B
-B

A
S

E
 A

S
 P

E
R

 H
R

R
C

S
C

O
N

C
R

E
T

E
 B

A
S

E
 A

N
D

 S
T

O
N

E
VARIABLE

P
LA

N
S

E
C

T
IO

N

(V
D

O
T

 S
P

E
C

 S
E

C
 3

02
)

6"

P
LA

N

S
E

C
T

IO
N

E
LE

V
A

T
IO

N

N
O

T
E

S
:

M
O

R
T

A
R

 P
A

R
G

E
 B

R
IC

K
 IN

S
ID

E
 A

N
D

 O
U

T
 (

M
IN

. 1
/2

" 
T

H
IC

K
).

W
R

A
P

 C
O

N
N

E
C

T
IO

N
 B

E
T

W
E

E
N

 P
IP

E
 A

N
D

 S
T

R
U

C
T

U
R

E
W

IT
H

 G
E

O
T

E
X

T
IL

E
 F

A
B

R
IC

, A
S

 P
E

R
 H

S
-1

06
.

1. 2.

1"
1" 3/
4"

1 
1/

4"

30"

6"
1"

1 
1/

2"

30
"

1 1/2"

8"

IN
V

E
R

T
 O

F
 S

T
R

U
C

T
U

R
E

 T
O

 B
E

 S
H

A
P

E
D

 IN
 A

C
C

O
R

D
A

N
C

E
W

IT
H

 V
D

O
T

 S
T

A
N

D
A

R
D

 IS
-1

.

C
O

N
C

R
E

T
E

 C
O

V
E

R
 A

N
D

 G
R

A
T

E
 A

R
E

 T
O

 B
E

 F
U

R
N

IS
H

E
D

 A
S

A
 S

IN
G

LE
 U

N
IT

.

G
R

A
T

E
 B

A
R

S
 S

H
A

LL
 B

E
 IN

S
T

A
LL

E
D

 P
A

R
A

LL
E

L

3. 4. 5.

MIN. = 24"
MAX. = 12'

C
O

N
C

R
E

T
E

 C
O

V
E

R
(C

LA
S

S
 A

3)

(A
S

T
M

 C
27

0,
 T

Y
P

E
 N

)

 T
O

 D
IT

C
H

 F
LO

W
.

46 1/4"

31"

31
"

55
 3

/4
"

1/
2"

 D
IA

. x
 4

"
B

O
LT

 (
T

Y
P

.)

C
O

N
C

R
E

T
E

 B
A

S
E

(C
LA

S
S

 A
3)

L2
-1

/2
"x

2-
1/

2"
x3

/8
"

F
R

A
M

E
 F

O
R

 S
T

D
G

R
A

T
E

.

G
R

A
D

E
 S

M
, C

O
N

S
T

R
U

C
T

E
D

 

D
S

_0
4.

P
R

E
C

A
S

T
 S

T
R

U
C

T
U

R
E

 M
A

Y
 B

E
 U

S
E

D
 U

P
O

N
 A

P
P

R
O

V
A

L
6.

O
F

 T
H

E
 E

N
G

IN
E

E
R

.

P
IP

E

7.
T

H
E

 IN
T

E
R

IO
R

 D
IM

E
N

S
IO

N
S

 O
F

 T
H

E
 C

A
T

C
H

 B
A

S
IN

 A
S

S
H

O
W

N
 IS

 F
O

R
 P

IP
E

 S
IZ

E
S

 1
2"

 T
H

R
U

 1
8"

. W
H

E
R

E
 T

H
E

P
IP

E
 S

IZ
E

 IS
 2

1"
 T

H
R

U
 6

0"
, T

H
E

 IN
T

E
R

IO
R

  D
IM

E
N

S
IO

N
S

E
Q

U
A

L 
3'

 O
R

 G
R

E
A

T
E

R
 O

R
 T

H
E

 O
.D

. O
F

 T
H

E
 P

IP
E

,
W

H
IC

H
E

V
E

R
 IS

 G
R

E
A

T
E

R
, W

H
E

N
 D

E
P

T
H

 D
O

E
S

 N
O

T
E

X
C

E
E

D
 4

'. 
IF

 D
E

P
T

H
 IS

 G
R

E
A

T
E

R
 T

H
A

N
 4

' T
H

E
IN

T
E

R
IO

R
 D

IM
E

N
S

IO
N

S
 S

H
A

LL
 B

E
 4

' O
R

 O
.D

. O
F

 T
H

E
P

IP
E

, W
H

IC
H

E
V

E
R

 IS
 G

R
E

A
T

E
R

.



DESIGNATION

REVISEDEDITION

DESCRIPTION

SCALE
NOT TO SCALE NOV. 2018

STANDARD MANHOLE

DEPT. OF PUBLIC WORKS

HS-104
NCDS2018.11NCDS2018.11
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MANHOLE COVER

CONCRETE SLAB

PIPE

SECTION A - A

PLAN

1" MAX.18
"

8"8"

4" (TYP.)

NOTES:

BRICK (TYP.)

EMBEDDED IN CEMENT

MORTAR

4" BRICK, AASHTO M91,
GRADE SM,  SHALL BE 
LAID IN CEMENT MORTAR WITH 
SHOVED JOINTS NOT TO 
EXCEED  3/8" THICK.
INTERIOR FACE SHALL BE 
PLASTERED WITH MIN. 1/2" THICK 
CEMENT MORTAR, TYPE N.

PIPE (SIZE AS
SPECIFIED)

(HRRCS DS_01)

BASE (CLASS A3 MIN.)

PARGE

INVERT SHALL BE SHAPED
IN ACCORDANCE WITH 
VDOT STANDARD IS-1

1.

2.

FRAME AND

3. PRECAST STRUCTURE MAY
BE USED UPON APPROVAL
OF THE ENGINEER

4. THE INTERIOR DIMENSION
    OF THE MANHOLE AS

SHOWN IS FOR  PIPE SIZES
12" THRU 18". FOR LARGER
PIPES, MANHOLE SHALL BE
SIZED AND CONSTRUCTED
PER CURRENT VDOT
REQUIREMENTS



DESIGNATION

REVISEDEDITION

DESCRIPTION

SCALE
NOT TO SCALE NOV. 2018

FABRIC JOINT WRAP

DEPT. OF PUBLIC WORKS

HS-106
NCDS2018.11NCDS2018.11

12" 12"

FILTER FABRIC SHALL BE
CENTERED ON PIPE JOINT 12"
MINIMUM EITHER SIDE OF
JOINT

FILTER FABRIC SHALL WRAP
AROUND OUTER DIAMETER OF
RCP 1 1/2 TIMES MINIMUM.

 RCP

FILTER FABRIC
WRAP RCP JOINT

SECTION
NOTE
FILTER FABRIC SHALL BE NONWOVEN GEOTEXTILE CONSTRUCTION FABRIC (ACF
ENVIRONMENTAL  N035 OR APPROVED EQUAL)
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